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resumo 

O trabalho apresentado refere-se à avaliação do comportamento aerodinâmico da ponte 

pedonal suspensa 516 Arouca. Para tal realizaram-se ensaios em túnel de vento sobre um 

modelo reduzido de modo a obter os seus coeficientes aerodinâmicos estáticos e a resposta 

dinâmica. Os ensaios estáticos contemplaram diferentes configurações: i) tabuleiro; ii) 

tabuleiro e catenárias; iii) tabuleiro com pessoas, e; iv) tabuleiro e pórticos de suporte aos 

cabos de estabilização. Para os ensaios dinâmicos foi ensaiado apenas o tabuleiro. Para estes 

últimos ensaios, dado que o principal modo de deslocamento é lateral (em baloiço), houve 

que implementar um esquema de suspensão apropriado. 
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abstract 

The presented work refers to the aerodynamic behaviour of the 516 Arouca suspended bridge. 

A set of wind tunnel tests were performed over a scaled model in order to obtain static 

aerodynamic coefficients and the dynamic response. For the static tests different 

configurations were tested: i) deck; ii) deck with catenaries; iii) deck with users, and; iv) deck 

and the arches to guide the secondary cables. For the dynamic tests only the deck was used 

and, as the main displacement mode is swinging an appropriate suspension scheme had to 

be implemented. 
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