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Resumo
Compreender os factores que influenciam os padi®e®nsumo diarios e semanais em sistemas dédigéid de
agua é fundamental para actividades a longo pcazng seja o planeamento, projecto, expansao ditagid dos
sistemas, e para actividades a curto prazo, cojamsgctividades de rotina no ambito da exploragigosistemas
ou da gestdo de emergéncias.
Este artigo apresenta um programa nacional paesagterizacdo de consumos domésticos, atravésoddeuam
protocolo especifico para a recolha e analise dilegdale consumo e de uma base que relne um comjanto
atributos, potencialmente relacionados com o copstetativos a rede (e.g., pressao de servigo, esauvel de
manutencgdo da rede, utilizagdo de reservatoériosoil@mos), ao sistema de facturacdo e de gestididntes e ao
perfil sécio-demografico dos clientes abastecidng.( idade, nivel sdcio-econémico, mobilidadedéda tipo de
edificio, etc.).
O programa esta actualmente em curso tendo podades relativos a um conjunto de cerca de 20 resctie rede,
operados pelas 9 entidades gestoras participantpsojecto INSSAA, e que compreende redes com afsticas
variaveis, em termos de dimensédo, do comportantedtaulico e das caracteristicas de consumo. A rb&e dos
sectores varia entre 2000 e 12000 ramais ligadosnaioria dispde de um programa de monitorizagécaddais
desde 2005 (em alguns casos desde 2004). O consdahcentrado nos sectores de rede é monitorizawlo e
continuo, dispondo-se, na maioria dos casos, d&tosglurante as épocas de Verdo e de Inverno.
Obtiveram-se padrdes de consumo normalizados Hséists de consumo para cada dia da semana, esgim
para cada estagdo, no caso de se tratar de aregfeitonde sazonalidade. A informacao socio-denfagr&obre a
populacao abastecida, em cada sector, foi obtmati do Gltimo recenseamento geral da populagdm leabitacédo
(Census, 2001) ao nivel da subseccao estatistica.
Apo6s esta fase inicial, o programa sera dissemieatbonado acessivel a todas as entidades gesjiogagesejem
participar, num principio de voluntariado e mantetatla a informacgdo andénima. O acesso a esta batsdds sera
feito via web, através de um webiste dedicado, coecanismos de consulta e de analise, assim comonde
mecanismo que permita adicionar novos casos de@com o formato especificado pelo protocolo. Almalgao
dos resultados desta base de dados fornecera@estigtas, consultores e gestores informacaoldetal e fiavel
sobre consumos de agua até agora inexistente. tRPé@rmambém estimar o consumo, a partir de atributo
conhecidos, em sectores onde ndo existe aindastéribd de caudais.
Este artigo apresenta a metodologia preconizadanmuto deste protocolo, assim com o conjunto déaveis
potencialmente relacionadas com o consumo, codaguiom base na informacgédo recolhida, e ilustrédodamos
resultados preliminares obtidos.

Nota sobre o artigo: Este artigo tem por base uomuaicacéo apresentada na conferéncia sobre “8S8ttugrinternational
Symposium on Water Distribution Systems Analysi@incinnati, Ohio, E.U.A., 27-30 de Agosto, com ang& “Profiling
residential water consumption”.
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1 INTRODUCTION

Detailed knowledge of water demand statistics aathahd patterns is required by many situations
involved in the planning, design and operation atev supply and distribution systems. Often theee a
insufficient data available for the particular age® it is necessary to estimate based on datadtber
similar networks, or on general, often artificightsstics such as per capita values, peak factods a
literature demand patterns. In Portugal, as in mathgr countries, there is a lack of systematidistu
and data that may enable designers and networkgaento infer useful information about behaviord an
demands based on the geographical and socio-deptigi@ntexts and network type.

This paper describes the development of a Portegonasonwide program for characterizing residential
water consumption, through the use of a specifisumption data analysis protocol and the buildfup o
database of demand patterns; and for associatimighita range of easily obtained, potential explana
factors, such as technical features of the netwoithng statistics and social-demographic paramsete
The objective of this program is two-fold: to deyeland disseminate a systematic and sound procedure
to characterize urban water consumption; and tatera data base that allows for extrapolation sesa

for which no information about consumption is aabie. The protocol defines, among others, the
requirements for the metering districts considgitegdology, homogeneity of residential demand types,
monitoring points, metering hardware, etc), for flogv data to be recorded (time step, units, etoy for

the context information.

Besides the database in itself and the searclofoelation parameters, the program aims to expjaery
mechanisms that facilitate the profiling of proggticonsumption requirements and the search fotagimi
cases.

This program draws on experience collected throypgavious studies of consumption behavior
undertaken in the cities of Lisbon and Almada, amtéigal (Alegre, 1992; Alegre and Coelho, 1993) an
was made possible by a number of recent developmariuding the increased availability of district
metering data across the country; a growing awasené the need for water accountability; emerging
technologies such as household / small districseomption telemetry; and significant improvements in
the data and digital tools available for spatialgsis of census data in Portugal (Census, 2001).

The program is currently being test-run on a se2®imetering districts from 9 water utilities, diag
from a pool taking part in a collective network netidg initiative (INSSAA, 2006). They comprise a
variety of network types and demand characteristm®ss representative urban areas of Portugal. The
test metering districts range in size from 2,0002¢000 connected properties, and are being mewitor
since 2005 (in some cases, 2004).

After the initial run, the program is to be disseated and made accessible to all water utilitidngito
participate, on a voluntary basis and with datangnoty. This will be done mostly through a dedichte
website containing the consumption database, tegetfith query and analysis tools, as well as a
supervised mechanism to submit new cases in stridanat. It is believed that the publication oéth
result database and its continued growth will plevihe water industry designers, consultants and
managers with much more reliable and updated dataaier consumption than previously available. It
will also represent a means to estimate demandghroorrelation and profiling, in cases when threme

no records to work from; and to assess the impéatedain types of network alterations or socio-
demographic evolution on the behavior of demands foarticular network.

The paper discusses the demand analysis performsedell as the development of the set of potential
explanatory factors — technical features of thevnet and social-demographic variables — and ilatss
with results obtained so far.
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2 METHODOLOGY

2.1 General approach

The methodology followed in the study includesfiliowing steps:

i)  Continuous recording of flow consumed at residéndwork districts;

i) Collection of static information to support the lsés (billing information; network data; social-
demographic information);

iii) Statistical modeling of consumption at meteringtrdis level in order to obtain standardized
consumption patterns and relevant volume statjstics

iv) Selection of a group of technical and social-derapgic variables that potentially influence water
consumption;

v) Analysis of detectable relations between theseabbes and water consumption levels and daily/
weekly/ seasonal patterns.

The different types of data to be collected araitist in section 2.3.

Total consumption is continuously monitored durthg main seasonal scenarios (typically winter and
summer) in the areas selected. Standardized dattgrps and consumption statistics are produced for
each day of the week (as well as for each seasopage there is seasonality in the area). Social-
demographic information is based on statistics inbth from the 2001 National Census for the basic
statistical units, which are around 300 dwellingsize.

The variables that are considered for potentialesmondence include:

- Technical features of the network, such as meavicgepressure and pressure variation, network
state and maintenance level, possible use of holgs&nks;

- Billing and customer statistics; and

- A range of social-demographic variables, such aswmer age, social-economic grouping and
mobility, age and type of dwelling, and economitiaties.

In essence, the program aims at collecting infolonaaind data so as to characterize each metering
district in a standardized way. The main elememas tnake up this profile of a metering district afet
types:

- Dimensionless daily demand patterns, on a giverdsta time grid;

- Consumption statistics (e.g., max, min and mealy €laiv);

- Technical explanatory variables

- Socio-demographic explanatory variables

Section 3 describes the main aspects to be takemacount as regards the computation of dailyepasdt
and consumption statistics, and section 4 looks the selection of technical and socio-demographic
driver variables that may potentially be relatedviaier consumption.

2.2 Metering district selection

The metering districts to be considered must fudfihumber of requirements, whose details are destr
in Table 1.
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Table 1. Requirements for metering district setgtti
Requirement Description

- Total inflow must be metered through reliable addcuately sized and fitted
flowmeter(s).

- Minimum duration of monitoring campaign: 2 months.

- Boundaries of the network district must be cleadfined and watertight
(either permanently or for the duration of the caigps).

System operation - Operating configurations must be recorded and &epstant between
different metering campaigns (such as, e.g., fiflerdint seasons) to ensure
data consistency.

- The metering district must be composed predomiparitiesidential users fo
each consumption scenario.

Consumption - Any large consumers (i.e., those whose consumigibkely to have a
significant effect on total inflow and its daily leevioral pattern) must be
individually metered.

- Percentage of private household dwellings greatar 50% of the total in the
district.

Type of building | - Percentage of residential buildings greater th& 60the total in the district

Flow monitoring
conditions

=

Type of dwelling

Although not a vital requirement, the availabildf network analysis models for the districts considi
has definite advantages, given the improved unaedstig of the hydraulics (especially pressures)thed
possibility of scenario or hypotheses testing. @us&ly, this type of consumption studies greatiyetfies
the modeling effort, through better specificatidrdemands and demand patterns.

2.3 Data collection

2.3.1 Geographical data

Geographical data comprise data about the watétibdison network itself, and the cartographic and
socio-economic geo-datasets of the territory libéated on.

Geographical data about the network aims to chawizet system components and system hydraulic
behavior, in this occurrence mostly as a meanstimating the real losses component of the totaémwa
use. The collection of this type of data requinesupdated GIS system and, as mentioned above,itsenef
from the availability of a calibrated network modet the estimation of daily pressures, a key elenie

the estimation of losses. Mains and household cgimmmefailure indicators were based on IWA indigato
(Alegreet al, 2006) and provide important information for theacterization of network condition.

The cartographic and socio-economic geo-datasessmétering district are mostly used for generating
additional information about the type of consumengmter use and occupation, helping in the
identification of homogeneous areas derived fromputetion and their specific socio-economic profiles
This is possible using the statistics micro-arela-sction, or SSE‘Subseccdo Estatisticd”from the
2001 Census, as made available by the Nationabfitatinstitute (INE). A SSE is the smallest temial

unit for statistical use available in Portugal ammresponds to the smallest homogeneous buildidg an
living area existing inside a statistics sectiortdatinuous area of one parish, with about 300 litvge).
Spatially, SSE are polygons ranging from less thema, in urban areas, to 10-15 ha, in low density
populated areas. In general terms, a SSE corresgoral block in urban areas (Census, 2000), ard to
place or part of a place in rural areas. To giweeasure of scale, the combined total of 42,000 i§ $te
metropolitan areas of Lisbon and Porto averagethén2001 census 18 buildings (median = 12), 46
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dwellings (median = 22) and 101 residents (medidilyrper SSE. Each of these SSE polygons have
demographic and socio-economic data associatedriogvmore than 50 different attributes.

Cartographic data include data from municipal dasals, namely aerial images, road networks, address
numbers, buildings, among others, allowing the tifieation of metering district boundaries (withpgi
network and household connections). It is mostlgdufor generating additional information about the
type of consumers, water use and occupation; tdraithe definition of metering district boundaries,
integrating network data (such as mains, housetmhthections, etc), demographic and SSE components
using GIS tools, as described on section 2.3.4 fSgere 1); and to cross-validate data from différe
dates.

Table 2. Geographical data to be collected for eaetering district.

Data Data requirements DEVES
source
Network data
Pipe length, - Total pipe length GIS/
material, diameter - Georeferenced pipes Network
and age - Pipe failure indicator (n°/100 km/year) manager
Household - Total number of household connections GIS/
connections (total - Georeferenced household connections billing
number) - Household failure indicator (n°/1000 household amions/year)| system
Network model | - Calibrated network model Network
model
Data about territory metering district

- Number of users supplied by household tanks; tahkmwe, Network

Household tanks N
emptying/filling schedule managers

Buildings and
addresses location—- Georeferenced data GIS
point
Aerial images - Georeferenced data GIS
Street lines - Georeferenced data GIS

2.3.2 Billing and customer data

Billed consumption is metered or estimated monthdirmonthly or half-yearly, and provides the

following relevant information:

- Total billed consumption and total number of custesn per category of consumption, for the
consumption scenarios considered;

- Total non-revenue water in the metering distrigt ¢pomparing with the network input volume) and;

- Relative weight of categories of consumption fazhescenario.

Billing and customer data provides information abihie importance of residential consumption rekativ
to other categories of consumption (e.g., commanzkindustry, collective, municipal) in the totaldx
consumption of a metering district. This complersethie social-demographic analysis, as it allows for
the quantification, in terms of billed consumptioof the degree of homogeneity of residential
consumption in the district. Social demographicad#&bcus only on resident population, which
corresponds to the residential consumption cate@bigugh not totally: it also accounts for tempgrar
residence and some family-oriented services). 8ilensumption can provide also important infornmratio
about seasonal effects (e.g., municipal uses saclwadering of public green spaces may represent a
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higher fraction of the total in summer than in wintwhile domestic consumption may actually de@eas
in summer due to the vacation period) — it is int@iotr to note the monthly variation of consumptiowl a
not just the annual totals. The spatial distributdd billed consumption (only possible if georefezed at
household connection level or similar) is valualfte the analysis of spatial heterogeneity of
consumption. Billing data also provide a global r&gjation of the significance of large consumens, i
terms of average consumption and annual variation.

Non-revenue water is composed of unbilled authdrigzensumption, apparent losses and real losses.
Unbilled water comprises all the authorized usewater related to public purpose (e.g. fire figbimr

to the undertaking’s own consumption that are nitleco Apparent losses can be grouped into
unauthorized consumption and metering inaccuradiw@, 2000). Unauthorized consumption may be
due to different factors (e.g., meters that havenbtampered with; illegal use of hydrants; illegal
connections) and is estimated based mostly on mktmanager insight. Meter inaccuracies occur mainly
when low flow conditions take place, or with meterpoor condition. Real losses may be assesst#tkas
difference between non-revenue water and the sumnbilled authorized consumption and apparent
losses, or estimated based on minimum night floayesis (Garciget al, 2003; WRC, 1994).

Compared to traditional meter reading, the emergimgsehold telemetry metering technology facilgate
the data processing and improves the accuracy wfrwalance estimation.

Table 3. Billing and customer data to be colleatmpetering district.

Data Data requirements Data source
. . . . . Billing and
Categories of | - Categories of consumption with detailed uses piegcay customer
consumption - Number of customers per category of consumption system
Uses per - Uses per category of consumption (e.g., commerdermtustry | Billing and
category of can include shops; supermarkets; bars, restauraatshouses; | customer
consumption factories) system
Billed - Total annual billed consumption gillﬁrﬁ and
consumption per - Annual variation of consumption custogmer
category - Georeferenced billed consumption (by household ection) system
Large - Total annual billed consumption Billing and
- . customer
consumers - Annual variation of consumption
system

- Unbilled unmetered consumption from authorizeddesiial and
businesses uses

Unbllle_d - Unbilled watering of gardens consumption Network
authorized : > .
consumotion - Unbilled street cleaning consumption manager
P ~ Unbilled fire fighting
- Undertaking self consumption
Unauthorized . Network
. - Estimated value
consumption manager
Meterlng . _ Network
inaccuracies - Estimated value
. manager
(sub-metering)
- Leakage on transmission and/or distribution mdewkage and Network
Real losses overflows at transmission and/or distribution sggrgéanks, and manager

leakage on service connections up to the measuteroamn
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2.3.3 Network flow data

The inflows into metering districts should be moréd through properly calibrated flowmeters with
adequate flow ranges and error curves. Pressureringeis carried out near the supply point ané at
least favorable node, often at the opposite enthefnetwork or at the higher elevation consumption
locations. The objective is to assess servicespres as well as total head loss and. Presswelseare

an important aid in validating flow data at the I stage.

Before starting data recording, a set of procedaresequired, such as:

i) Checking boundary valves in order to confirm therect isolation of survey areas;

i) Informing maintenance staff about which valvestarbe kept temporarily closed;

iii) Assuring that either there are no maintenance wihidismay affect the results, or that any works are
adequately documented for future reference.

A preliminary campaign should be carried out to akhéhe whole monitoring system. During the
monitoring periods, a supervisor will make surewfland pressure data recording starts and stops
according to scheduling. Immediately after campadgd, data should be carefully observed in order to
detect and correct in due time any deficiency thay occur.

The flow records generated are the central pieadatd# in the process. Their processing and analysis
described in section 3.

2.3.4 Social-demographic data

It is important to establish a model of social eltéerization while trying to understand the keyvitig
factors that influence daily and weekly water canption patterns in distribution systems. This is
because water consumption varies according todbialsprofile and the demographic characteristits o
the residents. Their behavior in situ and attitudevard water consumption finds a high level of
explanation in this type of interdisciplinary amuli research. Additionally, it may be easier to get
information on the social demographic charactessthan on the water consumption, especially in
expansion areas. This information can be usedtima&i® water demand profiles, if the referred masdel
available.

Previous research has shown that consumptionligimfed by the social-demographic characteristics o
consumers (Alegre and Coelho, 1993; Alegral, 2005). For example, Burnell (2003) and Alegre and
Coelho (1993) showed that areas with a high peagentf retired citizens present an almost constant
daytime water use pattern, due to a well settledime and long periods at home. Domestic habits are
based on a social regularity condition, which sufgpthe notion that social-demographic characiesist
may relate well with water network consumption.

Like so many other technical domains (marketing igood example), the social stratification of water
consumers is currently placed at the same leval ts@romote the social knowledge of a population,
such as variables like gender, nationality, regidrbirth, age, revenue or profession, among others.
However, social stratification is slightly more cplinated to determine because it is necessary ¢o us
sociological indicators in order to infer a certginsition in a given social structure. This proaedu
should be a quantitative approach of a theoretioalal stratification model, but the data requessed
obtained on behalf of census national operatiotscfwis by nature, static and not frequently updiate

Social-demographic variables are in this case gem/by GIS data obtained from the last nationatesn
on population and dwelling (Census, 2001), maddlabla at the SSE level by the National Statistics
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Institute (INE). Social-demographic data collect@ims at producing indicators potentially assoddte
daily or seasonal consumption behavior, from aofeensus variables. The overall social-demographic
characteristics of a metering district will be dbedd based on the dominant social-demographic
characteristics of each SSE included in the meagatistrict.

Neightour district metering

e

] vietering district boundary

Metering district S SE

[ othersse

I — T— e
I

Figure 1. Metering district boundary using SSE hadsehold connections.

The set of socio-demographic variables is dividetb ithe following groups (broad categories of
information) directly resulting from the last Cesq2001):

- Building

- Dwelling

- Private household

- Household status

- Individuals

Since the variables included in “Private househgltfousehold status” and “Individuals” consider ynl
the resident population, the contribution of soedaimographic indicators for the explanation of
consumption patterns increases as the weight oedtienconsumption increases in the total consumptio
of a metering district.

In order to obtain social-demographic indicators éach metering district, an application has been
developed in ArcGIS' that crosses network data (i.e., mains, connegtinatwork district boundaries)
with social-demographic data, aggregated at SSé#,lebtained from INE in GIS-ready format. The SSE
that are intersected by the metering district bawmied are weighed by surface area, assuming
homogeneity applies. The procedure is as follows:

i) Data collection;



| Conferéncia INSSAA — Modelago de Sistemas destdzémento de Agua
Barcelos, 10 e 11 de Maio de 2007

i) SSE identification (by matching geographic datdhwibcial-demographic data, see Figure 1);

iii) Identification of the main variables that should taken into account for the SSE’s social-
demographic characterization;

iv) Assessment of social-demographic variables for &R1f;

v) Establishment of the metering district profile tghuthe analysis of SSE.

Household connection georeferencing is very imprar this procedure, because it allows for:

- Locating the population supplied by the meteringtritit, establishing the SSE that make up the
metering district (see Figure 1) and calculating ttumber of users per household connection and
their social-demographic characteristics — agenegunc activity, average family size, permanent
residence or weekend/holiday dwelling, among others

- Detection of incoherent data (e.g., a new blockufdings built after the national census in a SSE
without population) and;

- Computation of total billed consumption per suliist&al unit (in the utilities where it is possgbio
connect GIS and billing system).

Some difficulties arise due to the following:

- Geographic elements, including data census, mag lthfferent timestamps, and making them
compatible can be time consuming;

- National statistics at SSE level are produced amge each decade, limiting the use of this
methodology for rapidly growing urban areas;

- Although a number of water utilities covering arsfggant population universe have georeferenced
household connections in their mapping systemsymaater utilities in the country still do not have
this technology; other geographic elements shoeldided for estimating supplied population, such
as address location point.

2.4 Standardized data collection protocol

The protocol for data collection and character@atf consumption at metering district level invedv

the definition of a data base that can conciliie data requirements described in 2.3 with the data

available at the majority of water utilities. A preinary survey of the most important data constisahas

shown that the establishment of a standardizedpobtnvolves the following challenges:

- Use of data provided by multiple information syssef®IS, billing and customer system, flow
monitoring system, national census);

- Importance of georeferenced data that can be eeghlmgether to produce useful statistics;

- Importance of a good district metering and flowedacording system.

Such a protocol is essential in order to guaratiteeconsistency of the information and of the asialy
results. The protocol has been materialized inta dallection form and database in MS AcCess

3 NETWORK FLOW DATA: STANDARDISATION AND ANALYSIS

3.1 Daily consumption patterns

Urban water consumption has a stochastic behavimravthree cyclical patterns may be identified: a
daily pattern, a weekly pattern and a seasonakqatOn top of these, multi-annual trends may occur
(i.e., the time series may be non-stationary). @ealseffects may or may not be present; in Portubaly
tend to be more noticeable in seaside areas, mag#yto tourist influx. In most urban or metropemtit
areas, the effect tends to be less perceptibleisaiadgely linked to increased watering of greezas. In
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some way, the vacation period of the residentoimpensated by visitors. The occurrence of seasonal
effects determines whether the particular metedistyict is profiled for a single scenario or mplé
scenarios.

Daily consumption patterns are a prime tool fordgtng and translating user behavior and water use
variations throughout the day. Network modeling @egeral other engineering and planning analyses
depend heavily on this key element and associdted dtatistics, e.g. peak factors. The productién o
such daily consumption patterns is based on thistatal processing of continuous network flow netz)

in order to obtain some sort of average curve the24 hours of the day.

A daily pattern is no more than a curve uniting somepresentative value of consumption at each
successive point throughout the 24 hours of the @&gure 2). Different days of the week may
correspond to different patterns. Each point reprtss a population of all the consumption values
recorded at that particular time of the day, angt dathe week. If long-term trends are removed,
consumption behaves as a simple random varialilgist®s of random variables may then be appired,
order to test if characteristics and trends idedifin the observation stage are meaningful.
Coelho (1988), using consumption data from urbaasmear Lisbon, Portugal, has shown that these
cross distributions tended to present several peakk be rather scattered. According to the same
research, this effect seems to disappear whenloawdata is divided by its corresponding daily aagg,
producing a dimensionless pattern. The log nowfisdtibution provided in that case the best ovditll

for the different times of the day (the populatidead to show a non-simmetrical shape for low flow
times, and symmetrical for the remainder). De Marat al. (2006) have suggested the use of a number
of different distribution functions (including thleg-normal, Gumbel, normal and Poisson models)
according to the time of the day. Given its velgatin describing non-simmetrical populations, tlog-
normal was retained for the computation of dailttgyas in this study.

It is beneficial to complement the mean curve vatimfidence bands that give an idea of dispersion at
each point. Removing the flow dimension by dividing the daily average has certain advantages:
seasonal effects due to population fluctuationsfalteon flow values but not significantly on daily
behavior of the curve. The dimensionless pattethus less influenced by those seasonal effectenwh
these become pronounced — which can be seen liygtéise series of daily totals, for example — it is
preferable to divide the analysis into more homegeis periods, representative of each season.

In this program, the recommended flow monitoringgfrency is of 10 to 15 minutes, recording either
total or average flow over the time step. Thatdietcy is thought to be sufficiently detailed focarect
depiction of daily variation and identification afgood set of behavior features. Shorter time stgibs
yield higher detail but also increase data storageirements dramatically. One limitation of usend.0

to 15 mins time step is the difficulty in

Dimensionless consumption pattern - Workdays estimating real losses from night flows, as the
25 time step is too coarse to assess the actual
g 20 leakage background flow.
£ 151 . . .
2, One aspect to be tested is the difference of daily
o U
3

consumption patterns between workdays.
0.57 Hypotheses tests may be performed using

W5 a9 o 383828 38 s minimum  night flows, average consumption
S d ¥ © 8 6 & % © ® 6 & & and peak consumption time series. The shape
_ and intensity of the dimensionless diagrams
[ (9 Int. 90%=——Mean () Int. 90%| Time (hh:mm

_ _ _ _ _ should also be taken into account. For most of
Figure 2. Standardized dimensionless daily  the districts surveyed so far, no meaningful
consumption pattern. difference has been found between workdays,
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with the exception of leisure weekend areas invibimity of metropolitan areas. Saturdays and Sysd
tend to be different from one another and from wasks.

3.2 Network flow statistics

Based on daily consumption patterns, the followpngcedure to obtain network flow statistics for leac
metering district is proposed:

i) Estimation of different components of water balance

i) Estimation of daily patterns due to domestic constion;

iii) Calculation of network flow statistics that chasxtte daily consumption patterns;
iv) Classification of daily consumption patterns.

Regarding the different components of water balgidegre et al, 2005; IWA, 2000), total network
flow can be decomposed into billed authorized comstion, unbilled authorized consumption, apparent
losses and real losses. Social-demographic anafgses on the characterization of household users
whose consumption (metered or estimated) can blded in the billed and unbilled authorized
consumption.

Therefore, it is important to estimate the diffareomponents of water balance, according to inféiona

collected in 2.3.2, for each consumption scenamioyder to isolate domestic consumption:

- Non-revenue water

- Unbilled authorized consumption;

— Apparent losses

- Real lossesestimated based on minimum night flows analyGiar€iaet al, 2003; WRC, 1994) and
assumed constant during the day;

The component of real losses is assumed constangdhe day whenever the daily pressure variaon
insignificant in the metering districts analyzeg@gs4.1). Network flowmeter inaccuracies are assumed
negligible, since it is assumed they were corresthed and installed, which is a basic requirenfent
metering district selection (see 2.2).

After estimation of domestic daily consumption pats, it is possible to obtain network flow statst
according to Table 4, which characterize daily, kipand seasonal consumption behavior.

Table 4. Network consumption statistics.
Daily average consumption
Daily minimum consumption

Daily . .
2 Daily peak consumption
statistics : : . :
Daily behavior - analysis per periods of day of rage
consumption, consumption variation
Weekly peak consumption
Weekly Identification of statistics that allow for the detion of
statistics differences in daily behavior between workdaysuBktys and
Sundays
Seasonal peak consumption
Seasonal o o )
statistics Identification of statistics that allow for detewi seasonal

differences in daily behavior.
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After the calculation of network consumption stitis the daily consumption patterns are classified

4 SEARCH FOR DRIVING FACTORS

4.1 Network statistics

Network statistics aim at providing information fibie estimation of the real losses component atette
potential influence of pressure on consumption:

- Network status

— Daily average service pressure across the metdistigct

— Dally pressure variation at the least favorablescomption point.

— Excess pressure ratio (ratio between daily avepaggsure and minimum pressure required)

4.2 Billing and customer-related statistics

Billing and customer-related statistics allow fonet characterization of different categories of
consumption. Although the predominance of resiénisers constitutes a requirement for metering
district selection, it is important to analyze timportance of other categories per scenario of
consumption.

In general, the customer categories and the typesrsumers included in each category vary between

water utilities. Categorization of customers is anented by water uses, but as a function offma(#.qg.,

primary schools can be found in the Municipalityeggry and secondary schools can be found in the

State category). Therefore, in order to comparegeates of consumption between metering distribis,

number of customer categories was reduced and astdimdd. The following customer categories are

adopted in this program:

- Residential customers (may include non-residentiastomers that have similar uses to the
residential category);

— Commercial and industrial customers (e.g., shagsersnarkets, restaurants, warehouses, industries,
etc.);

— Collective customers (e.g., schools, public buidinhospitals, sports facilities);

- Municipal customers (e.g., watering of public garsldfountains, kindergartens).

The following statistics have been establishecemh consumption scenario:

-  Weight of each category of consumption on totdéticonsumption

-  Weight of large consumers per category of conswon@ind on total billed consumption
— Per capita consumption (or equivalent per capitesgmption) for each category

4.3 Social-demographic statistics

From the set of social-demographic variables prewidy the National census, the following variables
have been considered as starting point variablethéanalysis, based on the experience collectddrs
and on previous studies (Alegre, 1992; Alegre aodli®, 1993):

i)  Total number of residents;

i) Total number of dwellings (includes non authorigeeellings);

iii) Total number of classic dwellings (excludes norharized dwellings);
iv) Total number of classic dwellings with water supply
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v) Total number of exclusively residential classic tings;

vi) Total number of classic dwellings used &%rgsidence/holiday residence;

vii) Age group — residents over 65 years old;

viii) Number of residents working in Trade, Tourism aedviges (the Tertiary Sector of Activity);
ix) Number of private households;

X)  Number of private households without unemployed frensy

xi) Number of residents with a university degree;

xii) Number of residents that concluded up to tAgeade.

This initial list of variables may be adjusted &g social-demographic analysis develops for differe
metering districts, in the scope of the on-goirgjseCensus variables will be used to produce atdis
for the classification of each sector, accordinghte most probable points of view that can influleenc
consumption habits: e.g., social-economic, buildohgelling, mobility, seasonality.

Considering the social-economic point of view, thiowing indicators were derived from items vi) to

Xii):

— Ageing IndeXAl) — percentage aged 65 plus, considering tted tf residents;

— Economic Activity Changing Ind€kEACI) — percentage of residents working in Trabeyrism and
Services (tertiary activities) within the totalreksidents employed;

- Vulnerability to Unemployment IndéXUI) — percentage of private households withi¢ast) one of
its members unemployed , within the total of prevabuseholds;

— Social Status Rati(SSR) — Ratio between the number of adult resgdeith a university degree and
the number of adult residents that did not contitined studies beyond 4th grade.

These social indicators were previously tested $ammple of over 42,000 SSE, in order to deterntiee t
main grouping for each (see Table 5).

Table 5. Measures of social-economic indicatorpiessed in %).

Indicators 1° quartile 2° quartile 3° quartile 4° quartile
<113 >11.3<17.2 >17.2<24.6 > 24.6
[Al] Aging Index
LOW TENDENCY TO LOW | TENDENCY TO HIGH HIGH
[EACI] Economic Activity <245 >245x38.1 >38.1 £57.7 >57.7
Changing Index LOW TENDENCY TO LOW | TENDENCY TO HIGH HIGH
- >0;<7.7 > 7.7 <13. >13.
[VUI] Vulnerability to 0 0is =133 3.3
Unemployment Index LOW TENDENCY TO LOW | TENDENCY TO HIGH HIGH
<6.1 >6.1 <136 >13.6<35.1 >35.1
[SSR] Social Status Rati¢
HIGH TENDENCY TO HIGH| TENDENCY TO LOW LOW

Other statistical tests were developed with thel gbainderstanding the level of correlation between
these indicators with others (available for muradiiges but not at the SSE level). Considering dbed
results obtained, proving that these four indicatare really useful substitutes of data relatedawial
stratification, a specific scale of social stratifiion (SSS Index) was developed, according to the
following equation:

SSS (31SSR+(21vUl)+15((EACI)+ Al
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Higher values of this index mean a higher sociaitmm. Each SSE and the metering district (asutiie
of analysis) can be categorized according to tB8i score.

5 RESULTS AND DISCUSSION

The objective of this study is to profile water samption from distribution networks and relateat t
network, billing and customer, and social-demogiratatistics, in order to allow for extrapolatiéor
cases for which reliable consumption patterns atewvailable.

Concerning the latter, Figures 3 and 4 illusttate examples of intersection of network data withial-
demographic data, aggregated at SSE level, fortarimg district. Figure 3 shows the spatial disttibn

of exclusively residential buildings. Although inost of the SSEs the buildings are mainly residéritia

is important to realize the importance of the ranmg SSEs on consumption which have a reduced
percentage of residential buildings (in most ofnmhequal to zero). Figure 4 illustrates the spatial
distribution of individuals older than 65 yearstified individuals). Based on this type of variabiess
possible to establish indicators such as the Admigx, the indicator presented in 4.3 for social-
economical characterization.

Figures 5 and 6 illustrate how consumption pattears be associated to social-demographic habits. At
this stage, the losses component has not beentedduem the patterns showed.

Figure 5 shows daily patterns for an area with werage social-economic level. Daily patterns are
marked by a high variation of consumption throughtlie day. Workdays are characterized by peak
consumption at 7:30 am and it can be observed theatdiurnal consumption (between 8:00 am and
6:00 pm) is significant. For the majority of farne#i, both members of the couple have outside jbies; t
entire family is out early and only returns in |lagernoon. The period of higher consumption betwee
9:00 am and noon may be due to house cleaning biselteepers; lunch time is not noticeable. Weekend
consumption patterns are marked by a differentileréfom workdays. On Saturdays and Sundays the
first peak consumption occurs at 10:00 am and doersd peak consumption occurs near 12:00 pm. The
confidence intervals display a large range, whiah indicate more heterogeneous behaviors between
consumers. This metering district is marked by cedunight flow values. Daily mean flow values rdvea
a regular consumption during weekdays. Howeves, iiétering district was monitored during summer
and it was observed that weekend consumption deeseaomparatively to workday consumption, which
can be explained by the fact that a significantgetage of the families go out for the weekend.
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Figure3. Spatial distribution of theekclusively residential buildingsariable.

Figure 6 shows daily patterns for an area witha fmcial-economic level, calculated over the same
period as Figure 5. The workday pattern is flathering daytime, showing a local peak near lunchetim
(noon) and an absolute peak near 8:00 pm, whiacitte with the main meals. This is consistent with
the fact that for a significant percentage of ceaph this district, the wife works at home. Thisralso a
higher percentage of unemployed. The Saturday amdiey consumption patterns are rather different
between them and different from workdays. On Satysd the daily pattern registers important
consumption between 12:00 pm and 6:00 pm which lsandue to uses other than direct human
consumption, such as cleaning houses, car washirgamen watering. Analyzing daily mean flow
values, it can be seen that maximum values takeema Saturdays. On Sundays the peak consumption
values take place near noon and around 8:00 pnthwhia behavior more similar to the one shown in
Figure 5.

Despite the differences in the behavior of dailpsiamption patterns for the two situations with etiént
social-economic levels, the per capita volumes atewconsumed are overall equivalent.
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Figure 5. Daily consumption patterns for an areth &iverage social-economic level.
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Figure 6. Daily consumption patterns for an areth Vaw social-economic level.

6 CONCLUSIONS

The development of a program for characterizingdeggtial water consumption is described. The
program was designed with the characterizationhef Portuguese situation in mind, but the same
approach is easily adaptable to other countries. dilegram uses a specific consumption data analysis
methodology for the build-up of a database of dednpatterns. The paper discusses the consumption
analysis performed, as well as the developmenti@&et of potential explanatory factors — including

key technical drivers related to the network chiandstics, billing and customer statistics and rgeaof
social-demographic variables — and illustrates wiéisults obtained so far. The following points
summarize the current stage:

A protocol for data collection, with the aim of chaterizing consumption at metering district level

has been established.

- A mechanism for integration of data from differeturces (i.e., geographical data, billing and
customer data and social-demographic data) on @3®ben implemented to support the analysis.

— A statistical approach has been applied for thdyaisaof daily consumption patterns.

- A preliminary set of statistical variables has bgwoposed to characterize daily consumption
patterns.

— A set of 20 metering districts from 9 water utégiare being used to test-run the program; the test
carried out so far are encouraging.

- Water utilities take part in this initiative on aluntary basis.

— Access to the global database is open to partitspas a retribution to their contributions; theibas

for access to third parties will be establishedue time.

— The program involves a multi-disciplinary team wékpertise in water engineering, sociology and
geography/GIS.
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